Sanitized Copy Approved for Release 2010/01/26 : CIA-RDP78BO4558A00010008‘.0033-7

1

i . W
A FOR S
HoBRaL

OUTS5559¢

1045 pnn =

‘JO 21 2 795x1

PRIORITY SAIG INFO| PR VETN UDOR CITE NPIC 4391 g v jocc 25X

NPIC REVIEW OF SELECTED AIRFIELD?IN NORTH VIETNANM RE\IEALﬁPIES RECElVFD’E

THE FOLLOWING CONSTRUCTION ACTIVITY: oo, | Offics | Act. [Rocd
1. VINK AIRFIELD AT 1843N 18540E | | -- 6486 X 280 FT { e L 25X
NNW/SSE PROBABLE PSP RUNWAY, SERVICEABLE WITH 688 FT OVERRUN OA e
PoDS

NNW END AND 312 FT OVERRUN ON SSE END. CONSTRUCTION ACTIVITY INCLUDES

25 REVETTED HARDSTANDS NEWLY CONSTRUCTED OR UNDER CONSTRUCTION

WHICH 4 ARE AT SSE END OF RUNWAY, 6 ARE IMMEDIATELY WEST OF NNW_E_NDT,;

AND 10 ARE APPROXIMATELY @.3 NM NW OF NNW END AND SITUATED ON AN— .
IRREGULAR LOOP ROADWAY (SEGMENTS OF WHICH ARE BEING IMPROVED).

EIGHTEEN OF THE TWENTY-FIVE REVETMENTS ARE OBSERVED TO HAVE THE

SLIT CONFIGURATION FOR EXHAUST VENT/PERSONNEL EXIT PURPOSES. THL

Destroyed,
REVETTED HARDSTANDS VARY IN SIZE FROM APPROXIMATELY TO y 25X1
AOB: NONE OBSERVED. 25X1
25X1
2., HAIPHONG CAT BI AIRFIELD AT 20-49N 186-43E |  |-- 25X1

77188 X 190 FT ENE/WSW CONCRETE RUNWAY, SERVICEABLE. FORMER NNW/
SSE CONCRETE RUNWAY IS PROBABLY BEING USED AS A PARKING APRON.,

CONSTRUCTION ACTIVITY INCLUDES EIGHT REVETTED HARDSTANDS UNDER.

CONSTRUCTION OF WHICH 4 ARE AT WSW END OF RUNWAY AND 4 ARE MIDWAY

BETWEEN RUNWAY INTERSECTION AND ENE END., ALL EIGHT REVETMENTS ARE

OBSERVED TO HAVE THE SLIT CONFIGURATION FOR EXHAUST VENT/PERSONNEL

EXIT PURPOSES. THE REVETTED HARDSTANDS ARE APPROXIMATELY| | 25X1
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FT IN SIZE.

AOB: 2 COLT, 9 PROBABLE MAX, 5 PROBABEE MOOSE, AND 1 UNIDENTIFIED

STRAIGHT-WING.

t,,,,,-/111/~~#~~4r***ﬁr"”/”/‘] 25X1

3. CONTINUING ANALYSIS‘BY NPIC OF HANOI SAM SITE 1 ON MISSION

TH GENE 7 (7439) OF 22 APR 65, PROVIDES THE FOLLOWING MENSURATION

DATA: (A LAUNCH REVETMENTS (B) GUIDANCE REVETMENT 25X1

APPROXIMATELY, 122 X 118 FT (CONSTRUCTION NOT COMPLETE); (C)

DISTANCE BETWEEN LAUNCH REVETMENTS, 268 FT; (D) DISTANCE BETWEEN
LAUNCH REVETMENT AND GUIDANCE REVETMENT, 268 FTs AND OVERALL DIAMETER

OF SITE, 895 FEET.

4J 25X1
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